TRUEBEAD™ corner bead is a new and improved, highly durable, galvanized bead. It provides a high-quality finish and solid protection at drywall corners. This traditional drywall finishing product can be nailed, stapled, screwed or clinched into place. Deep, knurled and perforated flanges are ideal for joint compound adhesion.

- Offers superior corrosion protection
- Strong metal reinforcement for drywall corners
- Engineered nose resists impact and forms a screed for finishing
- Ideal for humid, moisture-prone conditions and high-traffic areas

**Features:**
- Made of galvanized steel
- Optimized bend angle
- Reinforces drywall corners
- Prevents dents, scrapes and damage
- Deeper knurling for superior adhesion
- Staggered hole pattern for a smoother finish
- Engineered nose provides a straight, clean corner definition and guards against impact damage
- Joint cement adheres easily to knurled flanges and keys into perforations
- Creates a smooth, seamless surface along drywall corners and intersections
- New nose design requires less mud for a superior finish every time

**Uses:**
- Provides durable protection for drywall external corners

<table>
<thead>
<tr>
<th>Length</th>
<th>Pieces Per Carton</th>
<th>Cartons Per Pallet</th>
<th>Pieces Per Pallet</th>
<th>Lineal Feet Per Carton</th>
</tr>
</thead>
<tbody>
<tr>
<td>8’</td>
<td>63</td>
<td>50</td>
<td>3150</td>
<td>503</td>
</tr>
<tr>
<td>9’</td>
<td>56</td>
<td>50</td>
<td>2800</td>
<td>503</td>
</tr>
<tr>
<td>10’</td>
<td>50</td>
<td>50</td>
<td>2500</td>
<td>500</td>
</tr>
<tr>
<td>12’</td>
<td>50</td>
<td>50</td>
<td>2500</td>
<td>600</td>
</tr>
</tbody>
</table>

**www.buildstrong.com • 1-866-372-6384**